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CONTRACTOR TO INSTALL
NEW KNOX—BOX 3200 SERIES

DISCONNECT, PEDESTAL, AND BASE WHERE

CONTRACTOR SHALL WELD
NEW METAL PLATE BETWEEN
EXISTING BOLLARDS.

POSSIBLE.
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TO REMAIN
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CONTRACTOR SHALL REMOVE EXISTING
PINPAD AND INSTALL NEW CARDREADER/
PINPAD IN EXISTING LOCATION. CONTRACTOR
SHALL REUSE EXISTING POWER FEEDER,

EXISTING
BOLLARD
TO REMAIN

|~ CONTRACTOR SHALL

REMOVE EXISTING
MAGNETIC CARDREADER,
PEDESTAL, AND BASE.
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é NO SCALE

CONTRACTOR SHALL REMOVE EXISTING
PINPAD AND INSTALL NEW CARDREADER/
PINPAD IN EXISTING LOCATION. CONTRACTOR
SHALL REUSE EXISTING POWER FEEDER,
DISCONNECT, PEDESTAL, AND BASE WHERE

POSSIBLE.
CONTRACTOR SHALL WELD

CONTRACTOR SHALL REMOVE EXISTING
PINPAD AND INSTALL NEW CARDREADER/
PINPAD IN EXISTING LOCATION. CONTRACTOR
SHALL REUSE EXISTING POWER FEEDER,
DISCONNECT, PEDESTAL, AND BASE WHERE
POSSIBLE.
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BOLLARD
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CONTRACTOR m1>_|_||\
INSTALL NEW

KNOX—-BOX 3200

SERIES BOX ON

METAL PLATE.

CONTRACTOR SHALL
INSTALL NEW TELEPHONE
ENTRY SYSTEM METAL ON
PLATE. RUN POWER FROM
GATE OPERATOR.
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CONTRACTOR SHALL WELD

CONTRACTOR SHALL REMOVE EXISTING
PINPAD AND INSTALL NEW CARDREADER/
PINPAD IN EXISTING LOCATION. CONTRACTOR
SHALL REUSE EXISTING POWER FEEDER,
DISCONNECT, PEDESTAL, AND BASE WHERE
POSSIBLE.

CONTRACTOR SHALL WELD
NEW METAL PLATE BETWEEN
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EXISTING BOLLARDS.

EXISTING BOLLARD
TO REMAIN
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INSTALL NEW
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SERIES BOX ON

METAL PLATE.

d

CONTRACTOR SHALL REMOVE EXISTING
PINPAD AND INSTALL NEW CARDREADER/
PINPAD IN EXISTING LOCATION. CONTRACTOR
SHALL REUSE EXISTING POWER FEEDER,
DISCONNECT, PEDESTAL, AND BASE WHERE
POSSIBLE.

EXISTING
BOLLARD
TO REMAIN

()

CONTRACTOR SHALL
INSTALL NEW TELEPHONE
ENTRY SYSTEM METAL ON
PLATE. RUN POWER FROM|
GATE OPERATOR.

GATE #2 DETAIL

é NO SCALE

EXISTING KNOX-BOX

CONTRACTOR SHALL REMOVE EXISTING
PINPAD AND INSTALL NEW CARDREADER/
PINPAD IN EXISTING LOCATION. CONTRACTOR
SHALL REUSE EXISTING POWER FEEDER,
DISCONNECT, PEDESTAL, AND BASE WHERE
POSSIBLE.

NEW METAL PLATE BETWEEN NEW METAL PLATE BETWEEN TO REMAIN
EXISTING BOLLARDS. EXISTING INTERCOM EXISTING BOLLARDS.
TO REMAIN
EXISTING BOLLARD EXISTING EXISTING
! TO REMAIN BOLLARD BOLLARD
EXISTING BOLLARD 00 EXISTING BOLLARD TO REMAIN EXISTING BOLLARD TO REMAIN
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CONTRACTOR SHALL —”] CONTRACTOR SHALL —”]
INSTALL NEW INSTALL NEW
KNOX—-BOX 3200 KNOX-BOX 3200 CONTRACTOR SHALL
REMOVE EXISTING
SERIES BOX ON SERIES BOX ON
METAL PLATE. METAL PLATE. MAGNETIC CARDREADER,
PEDESTAL, AND BASE.
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8S | GARDCO G18-XX-3XL-250MH-277-BRP-F-HS 1-23000 250W METAL HALIDE CUT-OFF AREA LIGHT WITH FUSED 277V
POLE=09SRS-30-11-XX-BRP LUMEN PULSE | PULSE START BALLAST, SEGMENTED TYPE 3 OPTICS, AND
START CLEAR | HOUSE SIDE SHIELD.
MCGRAW-EDISON | VXM-250MH-277-3-S-F-HS
COOPER POLE POLE=RSS8A30SF 30 FOOT ROUND SQUARE STEEL POLE WITH MOUNTING ARMS
AND BRACKETS AS REQUIRED TO MOUNT SINGLE OR DOUBLE
LITHONIA BV2-250M-R3-277-RPB04-SF-SCWA FIXTURES AS SHOWN ON DRAWINGS. POLE SHALL INCLUDE
POLE=RSS-30-8-OF HANDHOLE AT BASE AND VIBRATION DAMPER. FIXTURE AND
POLE SHALL HAVE A DARK BRONZE FINISH.
—— ABOVEGROUND CONDUIT @  CARDREADER A/E  ACHITECT/ENGINEER
o AFF  ABOVE FINISHED FLOOR
UNDERGROUND CONDUIT [  CARDREADER-PINPAD AFG ABOVE FINISHED GRADE >y Mead & Hunt, Inc.
7~ CONCEALED CONDUIT IN CEILING OR WALL B PN PAD ALT ALTERNATE 6501 Watts WODQ- Suite 101
—— VIREWAY, SIZE AND TIPE AS INDIGATED ON DRAWNGS @  MOTION DETECTOR mm_q m_..vmz%ﬂ_.m.»_. METALLIC TUBING COUNTYAIRPORT ENGINEERS Madison, Wisconsin 53719-2700
[T CABLE TRAY, SIZE AND TYPE AS INDICATED ON DRAWINGS ENGINEERS Phone: 608°273+6380
B  STATUS SENSOR ETR EXISTING TO REMAIN ARCHITECTS .
UNDERFLOOR DUCT GRS GALVANIZED RIGID STEEL Fax: 6082736391
@ JUNCTION BOX @  LOCAL DOOR AUDIELE ALARM IMC INTERMEDIATE METALLIC CONDUIT SCIENTISTS
® HANDHOLE O  MAGNETIC LOCK NIC NOT IN CONTRACT PLANNERS
NTS NOT TO SCALE
@ MANHOLE M@  KEY SHUNT
PVC POLYVINYL CLORIDE WAUKESHA COUNTY AIRPORT
COMMUNICATIONS B ELECTRIC STRIKE REQD REQUIRED DATE_NOVEMBER 2004
[ DELAY EGRESS SYSTEM SS  STAINLESS STEEL ELECTRICAL U_Mn_u\b,__lmv JOB NO.
O INTERCOMM TER TO BE REMOVED 23127-10-04002
[  PANIC HARDWARE TYP TYPICAL DESIGNED  SAH m /;\_ w O_l >Z U DWG NO.
[  WRELESS INTERFACE UG  UNDERGROUND DRAWN SAH 10267e1.0
UNO UNLESS NOTED OTHERWISE FIXTURE SCHEDULE SR
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